TECHNMNICAL INFORMATIOMN

Miniature Totalizers
shock-proof
Type Series K46

You Can count on

2.95.1

General Description

Min. pulse on time: 50 ms

Options:

— 6 digit miniature totalizer
— low-priced
— highly shock-proof
— low power consumption
— suitable for battery operation
— compact size
— optically enlarged figures
— various reading positions
— flush mount version
(integral spring clip)
— PCB mount counters
— solderable and wash-proof
— IP 65 protected
— retains count during power failure
— long service life

Specifications:

Electric connection:

flush mount version: 150 mm long
flying leads (AWG 22)

PCB mount version:

soldering pins (3/0.64 mm

Power consumption:

up to 12 VDC:

approx. 70 mW at rated voltage and
20°C,

min. 50 mW at rated voltage ~10% and
+60°C

At 24 VDC:

approx. 150 mW/105 mW

Rated voltages: 1,5; 3; 4,5; 5; 6;

12; 24 VDC —-10% + 20%

Count speed: max. 10 pulses/sec.

Min. pulse interval: 50 ms

On time: 100%

Number of digits: 6

Counting mode: adding

Optical size of digits: 4 x 1.7 mm
Colour of figures: white on black
Reset: without

Ambient temperature

—10°C ... +60°C

Mounting position: optional
Service life: > 50 - 10° pulses

Solderable and wash-proof versions:
K46.80, K46.90, K46.91,
K46.94, K46.95

Sealed to IP 65: K46.80, K46.90,
K46.91, K46.94, K46.95.
Sealed to IP 65 from front: K 46.20

Housing: clear plastic (Polycarbonat)
Versions sealed to IP 65 are fully sea-
led.

Weight: 12-14 g

Applications:

- General event counting

— Caloric and water consumtion
measuring

- Energy billing systems

— Vending and gaming machines
— Copying machines

— Coin-operated machines

— Alarm systems

— Medical equipment

Type Display Electric Connection | Description

K46.20 | smallside flyingleads flush mount version with spring clip
K46.80 | smallside soldering pins PCB mount version, wash-proof
K46.90 | wideside soldering pins PCB mount version, wash-proof
K46.91 | smallside soldering pins PCB mount version, wash-proof
K46.94 | wide side soldering pins PCB mount version, wash-proof
K46.95 | smallside soldering pins PCB mount version, wash-proof

shock-proof

worldwide protected by several patents
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Do you know also the magnetic field and shock-proof miniature totalizer

— Electric connection:
K46.20, K46.80 with flat pins
0.8 x 2.8 mm and push-on conneclors
K46.20 with soldering pins
@ 0,64 mm
K46.80 with 150 mm long flying leads
(AWG 22)

— Non sealed version

— Additional voltages

— Count speed > 10 pulses/sec.
— Additional colours of figures

— Extended temperature range:

max. -30°C ... +85°C

— Version with spacer
K46.9..71
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Ordering informations:

— Article Number

— For options please advise exact
type, voltage and option, e.g.
K'46.20, 9 VDC,

temperature range —20°C ... +70°C

DIMN EM 150 9001






