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Sense A
Setup Enable

Hourmeter Enable
V+

Sense B
Keyswitch

FET Output
V-

4.0  THIS UNIT IS DESIGNED FOR A MOUNTING PANEL THICKNESS OF 0.8mm - 6.4mm.

     COVER, OVERLAY & MOUNTING BRACKET-POLYCARBONATE.
3.0  MATERIAL:  CASE-POLYCARBONATE, LENS-CLEAR POLYMETHYLMETHACRYLAT (PMMA),

     RATING 94V-0, PINS P/N 39-00-0039 FOR #18-24 AWG
1.0  MATING CONNECTOR: 8-PIN  MOLEX  P/N 39-01-2085 WITH UL
NOTES:

8 5

4 1

MOUNTING BRACKET

MAX51.5

 MAX6.0

 MAX46.0

 MAX53.6

DO NOT CONNECT WHEN INSTALLING GAGE
USED FOR DEVICE CONFIGURATION

 MAX60.0

0 1

     INTERFACE SEAL P/N 794772-0, WIRE SEAL 794758-1, PINS P/N 770904-X FOR #18-24 AWG
2.0  MATING CONNECTOR; 8-PIN AMP  P/N 794821-1  WITH UL RATING 94V-0,

     MOUNTING IN A 52mm DIA DASH PANEL HOLE. 
5.0  52mm METERS ARE PROVIDED IN A STANDARD ROUND PACKAGE FOR

MOLEX CONNECTOR AMP CONNECTOR
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FET Output
Keyswitch
Sense B

V+
Hourmeter Enable

Setup Enable
Sense A
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DESCRIPTIONPIN NO.

M O D E L  3 0 0 0 R

W A R R A N T Y Two year limited warranty from time of delivery.

is a registered trademark of Curtis Instruments, Inc.

Specifications subject to change without notice 50115 REV A 9/02©2002 Curtis Instruments, Inc.

• Operating voltages
12VDC nominal (9 to 15VDC)
12-48VDC nominal (9 to 60VDC)

• Operating temperature
-40˚C to +85˚C

• Storage temperature
-50˚C to +90˚C

• Humidity
95% RH (non-condensing) at +38˚C

• Shock
SAE J 1378 March 83.  Amplitude 
44-55 g, half sine, 9-13 ms duration

• Vibration
SAE J 1378 
Double amplitude of 1.53mm with 
frequency sweep for 10-80-10 Hz 
(20 g max) at 1 minute intervals

• Sealing FACE REAR
Molex connector - IP65 IP40
AMP connector - IP65 IP65 (with connector installed)

• Output signal format (Power MOSFET)
N channel MOSFET (switches ground side only)
Programmable; capable of sinking up to 0.5A, maximum

• Adjustable BDI Discharge Profile Range
Full:  1.80 – 2.30 V/cell (Factory set at 2.04 V/cell)
Empty:  1.50 – 2.20 V/cell (Factory set at 1.73 V/cell)
100 mV/cell is minimum differential between full & empty

• BDI Open Circuit Reset Level factory set at 2.09 V/cell

• Maximum Current Ratings
12VDC Only Models:  35 mA @ 15VDC
12 – 48VDC Models:  35 mA @ 60VDC

17631800-01 – Amp Based Installation Kit
Includes a pre-assembled mating connector with over 5" of crimp-connect terminated wires and an installation booklet.

17631800-02 – Molex Based Installation Kit
Includes a pre-assembled mating connector with over 5" of crimp-connect terminated wires and an installation booklet.

NOTE - BDI, Maintenance Monitor, Settable Hour Meter and Time of Day functions require programming buttons on front display.  
Buttons NOT available on units rated 12VDC only.

12-48V Molex unit shown


