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These 4 icon LEDs are 
programmable. Icons (1 - 4)
can be associated to a specific
gauge function or customized
through the microprocessor,
subject to minimum quantity
requirements.  Icons can also
be controlled by switching to V+.

These 4 icon LEDs are Switched
to Ground. Icons (5 - 8) are
independent of the micro-
processor and illuminate only
when its corresponding input is
switched to ground.

• Customer selects icon symbol from ISO/SAE standard.

• Colors and layout are fixed as shown.  Custom colors or locations require minimum order quantities 
– please contact factory.
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Choose from these functions:   

Sender Functions (up to 2)
Fuel
Temperature
Pressure
Tachometer

Non-Sender Functions (up to 2)
Battery Discharge Indicator (BDI) 
(Only available on 12 - 48 VDC versions)
Maintenance Monitor
(Only available on 12 - 48 VDC versions, includes Total Hours & Resettable Hours)
Hour Meter
(Only available as a numeric function)
Settable Hour Meter
(Only available on 12 - 48 VDC versions and as a numeric  function)
Voltage
(Only available in certain combinations)

You can select 2 or 3 functions which can be displayed in the top, bar-graph display or the bottom, numeric display. Pick 1 function
to be displayed in each or 2 for the top and 1 for the bottom, or 1 for the top and  2 for the bottom.

Top = Bargraph Display

Bottom = Numeric Display

To determine your model number and/or to request a free sample, go to www.curtisinst.com and click on the “Configure Your Own
Gauge” link in the Products Menu.
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Resistive based sender input (i.e. temp, fuel and pressure).

BDI (with auto-ranging switch)

Voltmeter

Molex AMP



D I M E N S I O N S  mm

S P E C I F I C A T I O N S

O P T I O N S  &  A C C E S S O R I E S

RED ICON

YELLOW ICON

RED ICON

YELLOW ICON
YELLOW ICON
RED ICON

YELLOW ICON

RED ICON

LCD

CONNECTOR J2CONNECTOR J1

5.5

53.7
46.7

50.0

100.0

PUSHBUTTONS
(IF SO EQUIPPED)

L1

L2

L3

L4

L5

L6
L7

L8

NOTES:
   1) CASE MATERIAL: ABS/PC BLEND, BLACK
   2) LENS MATERIAL: POLYCARBONATE
   3) PANEL CUTOUT SIZE: 45 +.6/-.0  X 92 +.8/-.0
   4) ALL SENDER CHARACTERISTICS TO BE DETERMINED

MOLEX MATING CONNECTORS
J1 J2

CONNECTOR
PIN

MOLEX #39-01-2105
MOLEX #39-00-0039

MOLEX #39-01-2085

AMP #1-794772-0
AMP #794758-1

AMP #784772-8
WIRE SEAL
GASKET

AMP MATING CONNECTORS
J1 J2

AMP #794821-1
AMP #770904-1

AMP #794781-1
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W A R R A N T Y Two year limited warranty from time of delivery.

is a registered trademark of Curtis Instruments, Inc.

Specifications subject to change without notice 50116 REV A 3/03©2003 Curtis Instruments, Inc.

• Operating voltages
12VDC nominal (9 to 15VDC)
12-48VDC nominal (9 to 60VDC)

• Operating temperature
-40˚C to +85˚C

• Storage temperature
-50˚C to +90˚C

• Humidity
95% RH (non-condensing) at +38˚C

• Shock
SAE J 1378 March 83.  Amplitude 
44-55 g, half sine, 9-13 ms duration

• Vibration
SAE J 1378 
Double amplitude of 1.53mm with 
frequency sweep for 10-80-10 Hz 
(20 g max) at 1 minute intervals

• Sealing
IP-65 (face), IP-40 (rear Molex), IP-65 (rear AMP with
connector installed)

• Output signal format (Power MOSFET)
N channel MOSFET (switches ground side only)
Programmable; capable of sinking up to 0.5A, maximum

• Adjustable BDI Discharge Profile Range
Full:  1.80 – 2.30 V/cell (Factory set at 2.04 V/cell)
Empty:  1.50 – 2.20 V/cell (Factory set at 1.73 V/cell)
100 mV/cell is minimum differential between full & empty

• BDI Open Circuit Reset Level factory set at 2.09 V/cell

• Maximum Current Ratings*
12VDC Only Models:  155 mA @ 15VDC
12 – 48VDC Models:  140 mA @ 60VDC

* Maximum current draw listed based upon all icons illuminated.
Each icon draws 15mA.

17633800-01 – AMP Based Installation Kit
Includes a pre-assembled mating connector with over 5" of crimp-connect terminated wires and an installation booklet.

17633800-02 – Molex Based Installation Kit
Includes a pre-assembled mating connector with over 5" of crimp-connect terminated wires and an installation booklet.

17633307 – Mounting Bracket.

12690AMPkit10 – AMP  mating connector kit (10 pin)
Includes a connector housing, pins, seals.

12690AMPkit8 – AMP  mating connector kit (8 pin)
Includes a connector housing, pins, seals.

NOTE - BDI, Maintenance Monitor, Settable Hours and Time of Day functions require programming buttons on front display.  
Buttons NOT available on units rated 12VDC only.

12-48V Molex unit shown


